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T
ogether in motion. Whether for the transportation, fastening 

or securing of people and goods – our ropes, belts and 

twines allow movement while at the same time keeping things 

together. We’re also continually moving in another sense of the 

word: Quick reactions to customer needs as well as continual 

innovation, improvement and diversification of our products are 

fundamental to our parts of corporate culture and typical of the 

dynamism which distinguishes us.

Close collaboration with our clients and suppliers, the creation 

of synergy between the three technologies and the closeness of the  

family owned company to its employees are further examples of 

what makes us unique.

We see ourselves as a provider of solutions for the optimal 

use of high quality products which guarantee our global customers 

a flawless operation and ensure the achievement of their goals. 

Above average know-how, new technologies and comprehensive 

service guarantee the highest levels of quality and reliability. We set 

standards in more than 90 countries with our three technologies of 

wire rope, fiber rope and extrusion.

 Teufelberger and new england ropes

 We care More
For our custoMers
success through perfection. The name Teufelberger represents a solid corporate group with  
3 strategic business divisions and more than 200 years of experience. Through the hard work and 
dedication of our more than 800 dedicated employees in 3 countries, Teufelberger has become a 
global leader in the marketing and manufacturing of wire rope, fiber rope, and fibers and plastics 
with over 80% of our total turnover exported annually.

�

our three business divisions

Wire Rope Fiber Rope Fiber and Plastics

•  High quality wire rope for 

uses that demand the highest 

standard

•  Personal safety equipment 

from use in cable car rescue 

operations to workplace safety 

on construction sites.

•  High performance ropes 

made from synthetic fibers for 

nautical, industrial and special 

applications.

•  Safety belts for personal 

safety equipment.

•  Fibers and twine made  

from plastic for industrial  

applications.

•  Twine for straw baling for  

use in agriculture

•  Plastic strapping belts for 

mechanical packaging.
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 new england ropes Marine producTs 

perForMance 
guaranteed
new england ropes is a resource that is unique in the industry. Consider New England Ropes 
uncompromising. That’s the reputation you get when you develop products for the toughest  
customers in the pleasure cruising, performance racing, and competitive dinghy sailing markets. 

�

Mooring Pendants	 P18

I
n fact, as you’ll see in the following pages, we develop and  

produce more marine rope products than anyone else in  

the business.

 Regardless of your sailing style, products by New England 

Ropes are engineered to offer superior feel, handling, and  

performance. Our ropes enable cruisers to feel safe and comfortable 

in any waters.  Our high tech rope assortment allows racing sailors 

to push their personal limits, as well as the limits of their sport. And 

our small cords reassure competitive dinghy sailors that we’ll keep 

them light without skimping on performance.  

Small wonder. Innovation here is the order of the day – every 

day. Through ceaseless research and development, we’re able to 

advance the technology of performance on a regular basis. Our  

insistence upon strict quality control is second to none, as  

evidenced by the punishing product testing that each and every 

New England Ropes product must withstand.

At New England Ropes, we’re proud to be able to offer you a 

broad array of running rigging, dock, and anchor line products that 

combine superior quality and durability with unsurpassed reliability 

and value. For products that work harder, smarter, and better, count 

on New England Ropes.

products For poWer and sail

High Performance Racing		P6

Dinghy and One Design	 P12

Performance Blends	 P8

Performance Cruising	 P14

Traditional Vessels	 P15 Anchor and Dock Line 	 P16
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 a few Things you should know

ManuFacturing  
and construction

�

What does performance mean to you? If you’re an AC syndicate racer, it’s ultra high strength,  
ultra low stretch. If you’re a casual cruiser, it’s great handling and durability. If you’re a power 
boater, it’s that extra bit of stretch and strength whenever the wind kicks up at the dock. 

> How does New England Ropes consistently deliver such 

 performance, regardless of application? 

It comes down to the choices we create and make available in both 

fiber and construction. For your “great race,” we’ve developed 

matchless high modulus fiber lines to give you a lasting competitive 

edge. For family cruising, peace of mind comes in the form of high 

quality polyester lines that are durable, UV resistant, and comfortable 

to grip and handle. For docking or mooring, our nylon lines withstand 

the sea's fury to ensure the safety of your boat.  

> What you should know about fibers.

One of the building blocks of any line, regardless of the ultimate 

use, is fiber. We feel that it is important for you, as the end-user  

expecting certain performance, to have a basic understanding of 

the characteristics of the various fibers used in the manufacture  

of rope today. The following table will help.

> So where should these fibers be used?

Nylon: Applications where strength and shock absorption are  

important, i.e. dock and anchor lines.

Polyester: Situations where strength, low stretch, and durability are 

key, i.e. most running rigging applications.

HMPE, Aramids, and LCP: These are all generic fiber types. HMPE 

refers to Dyneema® or Spectra®; Aramids refer to Kevlar®, Technora® 

and Twaron®, while LCP refers to Vectran®. These are all considered 

Fiber type Strength Stretch reSiStance coSt
   to UV

nylon	 high	 high	 good	 moderate

polyester	 high	 low	 good	 moderate

hMpe	 very	high	 very	low	 good	 very	high

aramids	 very	high	 very	low	 fair	 very	high

Lcp	 very	high	 very	low	 fair	 very	high

pbo	 very	high	 very	very	low	 poor	 very	high

polypropylene	 low	 high	 poor	 very	low

a Wide range of  
different constructions

New England Ropes goes to  
great lengths to achieve optimum 
performance from every line. We 
have a specific type of line to 
meet each of your needs.

DOuBLE BRAID
A braided core inside a braided cover 
produces an easy-to-handle rope that is 
strong and very durable. A popular  
construction for running rigging and 
docking lines. Used in Sta-Set®,  
Endura Braid™, T-900™, V-100™, HRC™, 
and Double Braid dock lines.

PARALLEL CORE
A patented unidirectional fiber core with  
a braided cover produces a line with 
 significantly less stretch and greater 
strength than the same size double braid 
line. Ideal for halyards, sheets, and guys 
where low stretch is required. Used in 
Sta-Set X™, Sta-Set X Plus™,  
and Sta-Set X Lite™.



�

very high performance fibers exhibiting very high strength and  

extremely low stretch but come with a high price tag. Generally 

found on very serious racing sailboats and larger yachts for  

running rigging.

PBO: Generic fiber type which refers to the brand name Zylon®.  

PBO is a high performance fiber with the highest strength and  

lowest stretch of any other commercially available fiber. It is 

extremely expensive and experiences progressive strength loss 

when exposed to UV rays. For this reason, PBO is typically only 

used in extremely high load applications in only the highest level  

of competitive sailing.

Polypropylene: Applications where lightweight or very low cost  

is important such as light air spinnaker sheets or barrier rope  

for swimming.

As an ISO 9001 accredited manufacturer, our commitment is to  

consistency in manufacturing for reliability in delivery. We utilize all 

our resources to maintain our position as one of the leading  

innovators in rope performance and technology. At New England 

Ropes we select only the highest quality fiber from leading  

worldwide suppliers.

> What you should know about construction.

At New England Ropes we utilize many different types of 

 constructions. Most people recognize three strand, single braid  

and double braid as the basic methods of twisting or braiding fibers 

into a finished line. The process of twisting fibers by its very nature 

reduces strength and increases stretch. 

At New England Ropes, we pioneered a fourth construction tech-

nique called parallel (fiber) core construction (Sta Set X). By keeping 

the fibers in parallel, we align the fibers with little or no twist. Our 

patented construction technique of wrapping the core and braiding 

a cover produces a line that has higher strength and significantly 

less stretch than a comparable single or double braid. Innovation, 

experience, and high standards of quality are what set New England 

Ropes apart from the field.

The challenge is to blend the fiber's characteristics and our years  

of design and manufacturing experience into finished products 

that perform to your exacting standards. Those standards depend 

on your particular application and expectations.  

Predictability and control of strength, stretch, and durability are the 

ultimate goals for rope performance of all boaters. Our choice of 

materials, construction techniques, and years of experience makes 

New England Ropes the leader in rope technology.

> How do we at New England Ropes define performance…

Exactly as you choose to define it. That’s performance. Guaranteed.

3-STRAND
A special stabilization process and a  
four-stage, balanced construction  
produce a durable, long-lasting, flexible, 
and easy-to-handle rope that won’t 
harden with age. Ideal for anchor, dock, 
mooring, and tow lines, and for running 
rigging on traditional cruising boats.

SINgLE BRAID
A flexible and supple construction that 
absorbs twist and does not kink. Perfect 
for mainsheets, furling lines, and large 
dock lines. Used in Regatta Braid™, 
Regatta lite™, Endura 12™, V-12™, and 
Mega Braid™.

RELATIVE STRETCH COMPARISON

Load

Stretch

3-Strand
Braid
Parallel Core



 for The coMpeTiTive sailor

high perForMance 
racing lines

�

v-100™

The ultimate in high load performance, V-100 features a braided 100% 
Vectran® 12-strand single braid core treated with our unique Marine-Tech 
coating with a highly durable and attractive polyester cover.

Core:		
Vectran®

Cover:	
Polyester

Benefits: The strongest, lowest stretch high-tech line for its size, good 
abrasion resistance, and virtually no creep.

Applications: Main halyards, genoa halyards, afterguys, and guys.

dyneeMa® chaFe sleeve

 Dyneema® SK75 48 carrier cover is perfect for use with high tech cores or 
twelve strands (Endura 12, V-12 or PBO). Very tough and abrasion resistant, 
easily taperable for halyard ends.

Applications: sheets, halyards, guys, and strops.

Core:	
Endura	12,	V-12,	PBO

Cover:	
Dyneema®	SK75	

Sizes: Small (5-8mm core), Medium (8.5-11mm core), Large (12-16mm core)

pro-pbo™

 Pro-PBO features an extremely durable, 24 carrier polyester cover and a 
12-strand coated Zylon® core.

Applications: sheets, halyards, and guys.

Core:	12-strand	
Coated	Zylon®

Cover:	
24	Carrier	Polyester	

Sizes: 8mm, 9mm, 11mm 

BlackWhite

Sizes: 5mm, 6mm, 8mm, 10mm, 11mm, 12mm, 14mm, 16mm

New product

	 Green	 Black	 Red	 Blue	 White	 Black	 Red	 Blue	 Green
	 	 	 	 with	tracer	 with	tracer	 with	tracer	 with	tracer	 with	tracer

New product

endura braid™

Performance, strength and durability for the competitive sailor, Endura 
Braid features a specially engineered 12-strand Dyneema® SK75 core,  
with Marine-Tech coating, and a 24 carrier braided polyester cover.

Benefits: Size for size, outperforms any other UHMWPE line! Very high 
strength-to-weight ratio, very low stretch, low creep and outstanding  

Core:	
Dyneema®	SK75

Cover:	
Polyester	

durability. Coated braided core is ideal for durable, tapered sheets  
and halyards.

Applications: All running rigging requiring a durable, low stretch,  
lightweight line, such as sheets, halyards, guys, topping lifts, reef lines,  
or low-stretch control lines.

Sizes: 5mm, 6mm, 8mm, 10mm, 11mm, 12mm, 14mm, 16mm, 18mm

	 	 Solid	Blue	 Black	 White	 Solid	Red	 Solid	Green	 Red	Check	 Blue	Check	 Green	Check
color coated cores

New colors
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v-12™

The highest strength, lowest stretch 12-strand rope,  V-12 is a superior 
braided 12-strand single braid treated with New England Ropes’ special  
Marine-Tech coating.

Benefits: Highest strength, lowest stretch and creep of any 12-strand 
rope; good fatigue resistance and easy to splice.

Core:	
12-Strand	Single	Braid	with	Marine-Tech	Coating

endura 12™

ultra light and ultra strong, Endura 12 features 100% Dyneema® SK75  
12-strand single braid, treated with our unique Marine-Tech coating for  
excellent abrasion and UV resistance.

Benefits: Ultra high tensile, lightweight, flexible and will not absorb water. 

Core:	
Dyneema®	SK75

Applications: Any high load situations where a polyester jacket is  
unnecessary for the full length of the line; a rigger may add a cover where 
needed. Use for halyards, backstays, afterguys, and control line systems.

Sizes: 3mm, 4mm, 6mm, 8mm, 10mm, 11mm, 12mm

Sizes: 2mm, 3mm, 4mm, 5mm, 6mm, 8mm, 10mm, 11mm, 12mm, 16mm

Applications: Cascade lines, halyards, Laser upgrade, cunninghams, 
and vang systems.

	 Gold	(clear)	 Red	 Green	 Blue	 Gray

	 Blue	 Red	 Green	 Clear	(white)

arc™

“Bullet Proof” jacket with a Vectran® or optional Dyneema® core,  
ARC utilizes our Hybrid Performance Technology™. ARC (Abrasion  
Resistant Cover) combines the heat resistant fibers Technora® and  
Nomex with colored polyester to improve abrasion resistance and aid in  
line identification.

Core:	Vectran®	or	
Dyneema®

Cover:	
Technora®,	Nomex,	Polyester	

Benefits: The prevention of surface melting and surging when the  
line is released under very high loads. The optional Dyneema® core results  
in a light weight, more supple line than the Vectran®, and is favored for  
applications that require frequent adjustment.

Applications: Runner tails, mainsheets, and genoa sheets.

Sizes: 8mm, 10mm

	 Red	 Green	 Black

re-eNgiNeered
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 for The club racer/perforMance cruiser

perForMance  
blends

�

t-900™

A Low stretch and low creep main halyard, this product T-900 features 
our pioneering blend of Dyneema® SK75/Technora® core with a durable  
polyester jacket.

Core:	Dyneema®	
SK75/Technora®

Sizes: 6mm, 8mm, 10mm, 11mm, 12mm, 16mm, 18mm, 20mm

Benefits: A combination of high strength, low weight plus low creep.  
An excellent choice for static loads. A more economical option to V-100.

Applications: Halyards and guys.

		(All	colors	with	fine	red	and	blue	tracers)				White		 	 White	with	 White	with	 White	with	
	 	 	 Green	Fleck	 Blue	Fleck	 Red	Fleck	

Cover:	
Polyester

vpc™

A unique mid-tech product for sheets and halyards, VPC utilizes Hybrid 
Performance Technology™, and features a strong core of blended Vectran® 
and polyolefin with a durable polyester cover.

Benefits: A high strength low stretch alternative to a high tech line. VPC 
fills the gap between performance polyester lines and ultra high performance 
racing lines. 

Core:	Blended	Vectran®	
and	Polyolefin

Cover:	
Polyester	

Applications: Designed with the casual racer and offshore cruiser in 
mind, VPC will result in noticeable performance improvements when used for 
mainsheets, halyards, or jib sheets.

Sizes: 6mm, 8mm, 10mm, 11mm, 12mm

	 	 	 Blue	 Red	 Green	 White	 Blue	Fleck	 Red	Fleck	 Green	Fleck
New colors
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Flight line™

Strong and lightweight sheets, perfect for tapering, Flight Line will  
certainly take-off with its lightweight, non-absorbent polypropylene cover 
and 100% braided Dyneema® SK75 core.

Benefits: Strong, lightweight, flexible, low-stretch line with a braided 
core that is easily tapered. Soft on the hands and gets even softer with use.

Core:	
Dyneema®	SK75

Sizes: 6mm, 8mm, 10mm

Applications: Perfect as light air spinnaker sheets on larger one designs 
such as Ynglings, Lightnings and Thistles. Also used as mainsheets for  
performance dinghies. Light air spinnaker sheets, mainsheets, control lines, 
and topping lifts.

	 Yellow	 Red	 Green	 Blue	
	 with	tracer	 with	tracer	 with	tracer	 with	tracer

Cover:	
Polypropylene

salsa line™

ultra strong, ultra soft sheet for larger one designs and keelboats, your 
hands will love this soft and exceptionally strong single braid constructed of 
Dyneema® SK75 plus spun filament polyester.

Benefits: Very strong, yet soft and easy to grip. Has proven to be a great 
kink-free sheet for larger dinghies and keelboats. Easy to splice.

Applications: Perfect for boats that require high tensile, such as J24s, 
Sonars, Finns, and larger performance boats. Mainsheets, genoa sheets, 
and traveler line.

Sizes: 6mm, 8mm, 10mm

Single	Braid:	
Dyneema®	SK75	and	Spun	Filament	Polyester

	 Salsa	Red	 Steel	Gray	 Green	 Red	White	&Blue
New colors
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subline din regular 14/16.8pT

headline din 
bold 48/46

�0

	 	 2mm	 3mm	 4mm	 5mm	 6mm	 8mm	 10mm	 11mm	 12mm	 14mm	 16mm	 18mm	 20mm

endUra braid™

	 Tensile	 -	 -	 -	 2,800	 5,200	 7,000	 10,000	 14,200	 19,000	 25,200	 29,000	 40,000	 -
	 Weight	 -	 -	 -	 1.0	 1.6	 2.7	 3.9	 5.5	 6.7	 8.6	 11.8	 15.8	 -

endUra 12™	
	 Tensile	 1,000	 2,100	 3,800	 5,800	 9,800	 13,300	 19,000	 22,200	 28,000	 -	 43,000	 -	 -
	 Weight	 0.2	 0.4	 0.6	 1.0	 1.7	 2.3	 3.4	 3.9	 5.2	 -	 8.5	 -	 -

t-900™

	 Tensile	 -	 -	 -	 -	 5,000	 8,000	 11,800	 16,000	 16,000	 23,100	 25,300	 39,300	 45,000
	 Weight	 -	 -	 -	 -	 2.1	 3.4	 5.4	 6.4	 7.1	 9.2	 11.9	 14.7	 17.5

V-100™

	 Tensile	 -	 -	 -	 2,200	 5,000	 8,000	 12,500	 15,200	 18,500	 24,500	 27,500	 -	 -
	 Weight	 -	 -	 -	 1.5	 2.0	 3.6	 5.2	 6.6	 7.6	 10.4	 13.4	 -	 -

V-12™

	 Tensile	 -	 2,000	 3,100	 4,500	 6,700	 11,500	 17,000	 22,500	 24,000	 -	 -	 -	 -
	 Weight	 -	 0.4	 0.8	 1.2	 1.5	 3.2	 4.7	 6.6	 6.7	 -	 -	 -	 -

arc™ 1

	 Tensile	 -	 -	 -	 -	 -	 7,500	 11,500	 -	 -	 -	 -	 -	 -
	 Weight	 -	 -	 -	 -	 -	 3.5	 6.7	 -	 -	 -	 -	 -	 -

*	Tensile	in	lbs.	Weight	is	lbs	per	100’							
1
	Specs	are	for	Vectran®	core.	Call	for	data	on	optional	Dyneema®	core.	

Some	numbers	are	shown	as	whole	numbers	in	specifications	chart

high performaNce raciNg liNes

	 	 5mm	 6mm	 8mm	 10mm	 11mm	 12mm	 14mm	 16mm	 18mm

Sta-Set™

	 Tensile	 1,300	 2,500	 4,500	 5,100	 7,100	 9,200	 11,000	 15,000	 24,000
	 Weight	 1.1	 2.0	 3.1	 4.2	 5.9	 7.8	 10.0	 12.2	 16.5

Sta-Set X™	
	 Tensile	 2,000	 2,700	 4,400	 5,500	 7,400	 9,600	 12,500	 14,500	 21,600
	 Weight	 1.3	 2.1	 3.4	 4.4	 5.9	 7.8	 9.9	 11.7	 17.7

regatta braid™

	 Tensile	 -	 2,500	 3,400	 4,500	 5,900	 7,500	 -	 11,000	 -
	 Weight	 -	 2.0	 3.0	 3.8	 5.7	 6.9	 -	 10.6	 -

*	Tensile	in	lbs.	Weight	is	lbs	per	100’	

Some	numbers	are	shown	as	whole	numbers	in	specifications	chart

performaNce cruisiNg liNes

the neW england ropes perForMance range

	 	5mm	 6mm	 8mm	 10mm	 12mm	 14mm	 16mm	 18mm	 20mm	 22mm	 24mm	 26mm	 28mm	 32mm

SpUnFLeX™

	 Tensile	 1,236.4	 2,158.2	 3,214.8	 4,563.6	 6,272.2	 7,868.4	 10,116.5	 12,364.6	 15,062.3	 16,860.8	 20,008.1	 22,705.8	 24,729.1
	 Weight	 1.1	 1.9	 3.0	 4.9	 6.3	 8.3	 9.5	 12.3	 14.7	 17.0	 21.5	 23.3	 29.9

*	Tensile	in	lbs.	Weight	is	lbs	per	100’	

Some	numbers	are	shown	as	whole	numbers	in	specifications	chart

traditioNal vessels

conVerSionS:	3mm	1/8"	|	4mm	5/32"	|	5mm	3/16"	|	6mm	1/4"	|	8mm	5/16"	|	9.5mm	3/8"	|	11mm	7/16"	|	12mm	1/2"	|	14mm	9/16"	|	16mm	5/8"	|	18mm	3/4"	|	20mm	13/16"	|	22mm	7/8"	|	25mm	1"



��

conVerSionS:	3mm	1/8"	|	4mm	5/32"	|	5mm	3/16"	|	6mm	1/4"	|	8mm	5/16"	|	9.5mm	3/8"	|	11mm	7/16"	|	12mm	1/2"	|	14mm	9/16"	|	16mm	5/8"	|	18mm	3/4"	|	20mm	13/16"	|	22mm	7/8"	|	25mm	1"

	 	 5mm	 6mm	 8mm	 10mm	 11mm	 12mm	 14mm	 16mm	 18mm	 22mm

preMiUM 3-Strand nyLon

	 Tensile	 1,500	 2,000	 3,900	 4,400	 6,000	 8,000	 10,200	 12,500	 17,500	 23,500
	 Weight	 1.0	 1.5	 3.0	 3.5	 4.8	 6.3	 8.2	 9.9	 14.3	 19.5

doUbLe braid™

	 Tensile	 1,200	 2,100	 2,900	 4,900	 6,800	 8,500	 12,300	 13,800	 20,000	 26,300
	 Weight	 0.9	 1.6	 2.6	 4.1	 4.9	 6.6	 9.2	 10.4	 15.0	 18.1

Mega braid™

	 Tensile	 -	 -	 -	 -	 -	 -	 -	 10,400	 15,000	 21,000
	 Weight	 -	 -	 -	 -	 -	 -	 -	 10.5	 14.7	 19.8

Mega braid ii™

	 Tensile	 -	 -	 -	 -	 -	 7,000	 9,000	 10,000	 -	 -
	 Weight	 -	 -	 -	 -	 -	 6.0	 7.2	 9.8	 -	 -

Mega pLait™ 

	 Tensile	 -	 -	 -	 -	 -	 7,500	 9,500	 10,000	 15,000	 -
	 Weight	 -	 -	 -	 -	 -	 6.0	 8.0	 10.4	 14.0	 -

aNchor aNd dock liNes

*	Tensile	in	lbs.	Weight	is	lbs	per	100’	

Some	numbers	are	shown	as	whole	numbers	in	specifications	chart

	 	 1.8mm	 3mm	 4mm	 5mm	 6mm	 7mm	 8mm	 10mm	 11mm	 12mm	 14mm	 16mm	 18mm	 20mm

Vpc™

	 Tensile	 -	 -	 -	 -	 3,200	 -	 4,000	 6,500	 7,500	 9,500	 -	 -	 -	 -
	 Weight	 -	 -	 -	 -	 1.8	 -	 2.7	 3.9	 5.3	 6.9

FLight Line™

	 Tensile	 -	 -	 -	 -	 2,500	 -	 4,000	 5,500	 -	 -	 -	 -	 -	 -
	 Weight	 -	 -	 -	 -	 1.4	 -	 2.0	 3.0	 -

SaLSa Line™

	 Tensile	 -	 -	 -	 -	 2,850	 -	 3,630	 5,800	 -	 -	 -	 -	 -	 -
	 Weight	 -	 -	 -	 -	 1.7	 -	 3.0	 3.5	 -

FiniSh Line™

	 Tensile	 -	 500	 900	 1,350	 2,100	 -	 -	 -	 -	 -	 -	 -	 -	 -
	 Weight	 -	 0.6	 0.8	 1.3	 1.7	 -	 -	 -	 -	 -	 -	 -	 -	 -

SpyderLine™	
	 Tensile	 350	 1,200	 1,900	 2,500	 -	 -	 -	 -	 -	 -	 -	 -	 -	 -
	 Weight	 0.2	 0.4	 0.8	 1.3	 -	 -	 -	 -	 -	 -	 -	 -	 -	 -

bzzz Line™

	 Tensile	 -	 -	 -	 -	 -	 1,730	 2,700	 -	 -	 -	 -	 -	 -	 -
	 Weight	 -	 -	 -	 -	 -	 2.0	 2.5	 -	 -	 -	 -	 -	 -	 -

regatta Lite™

	 Tensile	 -	 -	 -	 -	 900	 -	 1,500	 1,900	 -	 -	 -	 -	 -	 -
	 Weight	 -	 -	 -	 -	 1.3	 -	 2.6	 3.5	 -	 -	 -	 -	 -	 -

performaNce bleNds/diNghy aNd oNe desigN raciNg

*	Tensile	in	lbs.	Weight	is	lbs	per	100’	

Some	numbers	are	shown	as	whole	numbers	in	specifications	chart

the neW england ropes perForMance range



 for The chaMpionship or around The buoys

dinghy and 
one design racing

�2

Finish line™

The strongest pre-stretch line on the market, Finish Line is made from 
high tenacity tension-set polyester with an 8-strand “nubby” cover and 
 continuous filament core.

Benefits: Low stretch, durable cover, yet still nice on the hands; flexible 
and easy to knot. The highest strength line of its kind at an economical price.

Core:		
Continuous	Filament

Cover:	
8-Strand	“Nubby”	Polyester	

Applications: Dinghy outhauls, vang systems, cunninghams, hiking  
strap lines, centerboard lines, topping lifts, and halyards. Perfect all-purpose 
control line for 420s, V-15s, FJs, JY15s, Flying Scots, Laser IIs & Hobies.

Sizes: 3mm, 4mm, 5mm, 6mm

	 White	 Red	 Gray	 Solid	Blue	
	 with	tracer	 with	tracer	 with	tracer

spyderline™

Spider-web strength in a dinghy control line. Thanks to its Dyneema® 
SK75 core and twill pattern (smooth) cover, Spyderline is just the right small 
diameter line needed for higher load applications.

Benefits: Very strong and low stretch. Flexible yet firm enough to be fed 
through small leads, micro blocks and purchase systems. Sizes over 1.8mm 
have a braided core, allowing for additional performance modifications.

Applications: Dinghy and small one design cunninghams, traveler lines, 
vang systems, trapeze lines, outhauls, topping lifts, halyards, and twings. 
The 1.8mm and 2.8mm lines are perfect sail ties for the performance  
Opti sailor.

Sizes: 1.8mm, 2.8mm, 3.8mm, 4.8mm

	 Mango	 Red	 Purple	 Black	 Lime	
	 with	tracer	 with	tracer	 with	tracer	 with	tracer	 with	tracer	

Cover:	
Polyester	Twill

Core:		
Dyneema®	SK75

Since 2004, New England Ropes has been the Official Cordage Supplier to the United States 
Sailing Team. It’s a team effort to send the best sailors to represent the United States at  
the Olympic and Paralympic Games, and NER is proud to support the 2008 Teams as they 
compete for 14 medals in Qingdao, China. Here are a few quotes from members of the Team:

Nick Scandone, SKUD 18 skipper at the 2008 Paralympics: “New England Ropes helped me get to the next level. I really 
like the V-12 and Spyderline. Our boat is rigged with NER products.”

Amanda Clark, women’s 470 skipper at the 2008 Olympics: “New England Rope’s Endura Braid and Spyderline are crucial 
components of our 470’s line bag. We use Endura Braid for our jib sheets and enjoy precision trimming in all conditions.”

Carol Cronin, Yngling skipper at 2004 Olympics: “I insisted on Salsa for my mainsheet at the 2004 Olympics and at every 
regatta since. It runs well through the blocks and is easy to grip and handle.”



��

bzzz line™

Kink-free sheets your hands will love. Single braid construction makes 
Bzzz Line kink-free, while the unique combination of spun polyester (that’s 
the fuzzy stuff) and multi-filament polypropylene makes it soft on the hand 
and lightweight.

Benefits: Unlike other single braids that flatten out after time or squish in 

Single	Braid:	
Spun	Polyester	and	Multi-Filament	Polypropylene

Sizes: 7mm, 8mm

cleats, Bzzz Line retains its round shape allowing for better grip and ease  
of cleating. Runs smoothly through blocks and stays soft use after use.

Applications: Perfect mainsheet for Lightnings, Lasers, Optimists, 
Stars. Bzzz Line also works well on larger boats as control lines and  
mainsheet fine-tune. Rinse thoroughly before first use.

	 Royal	Blue	 Gold	 Steel	Gray	 Bzzz	Yellow

pre-cut dinghy lines

Spyderline and Finish Line High Performance Line. Utilizing our strong 
lightweight Spyderline and Finish Line, these pre-cut performance sailing  
dinghy lines are ready to use. Select a size and color and have your boat 
rigged in no time.

Applications: Dinghy and small one design cunninghams, traveler lines, 
vang systems, trapeze lines, outhauls, topping lifts, halyards, and twings. 
The 1.8mm and 2.8mm lines are perfect sail ties for the performance Opti sailor.

Sizes: 
Spyderline 1.8mm, 2.8mm, 4.8mm 
Finish Line 4mm, 5mm, 6mm

regatta lite™

Lightweight and great to handle! A 12-strand, single braid, multi-filament  
polypropylene line.

Benefits: Extremely lightweight (either wet or dry), does not kink and is 
easy to handle. 

Single	Braid:	
12-Strand	Multi-Filament	Polypropylene

Applications: Dinghies/small keel boats, mainsheets, control line, larger 
boats, and halyard tails.

Sizes: 6mm, 8mm, 10mm

	 Teal	 Purple	 Yellow	
	 with	tracer	 with	tracer	 with	tracer

pre-cut spools 
	 See		Finish	Line	and	Spyderline	

(page	12)	for	available	colors	
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Cover:	
Blend	of	Spun	and	Filament	Polyester

 for The advenTure sailor

perForMance  
cruising

��

sta-set™

Proven performance double braid. The #1 double braid in America; a 
strong, flexible and long wearing line.

Benefits: High strength, low stretch, extremely durable, yet still remains 
soft over time. Easy to handle and splice.

Cover:	
Double	Braid	Polyester

Applications: A true multi-purpose line used for sheets and controls on 
a wide range of boats from 420s and Flying Scots to keelboats. The ideal line 
for collegiate programs and sailing schools looking for a high quality line with 
superior durability and dependability. Perfect for mainsheets, jib sheets, and 
control lines.

Sizes: 5mm, 6mm, 8mm, 10mm, 11mm, 12mm, 14mm, 16mm, 18mm

sta-set x ™

A high strength, low stretch line with a patented parallel fiber core and a 
braided cover made from a blend of spun and filament polyester.

Core:	Parallel	Fiber	
Polyester

Sizes: 5mm, 6mm, 8mm, 10mm, 11mm, 12mm, 14mm, 16mm, 18mm

Benefits: The strongest and lowest stretch polyester line available.  
Excellent value – an ideal replacement for wire halyards.

Applications: On cruising boats, use for halyards, spinnakers, and guys.  

	 White	 Red	Fleck	 Blue	Fleck	 Green	Fleck	
	 with	tracer		 with	tracer					 with	tracer					 with	tracer							

regatta braid™

Flexible and easy to handle. A 12-strand single braid made from spun and 
filament polyester.

Single	Braid:	
12-Strand	Spun	and	Filament	Polyester

Sizes: 6mm, 8mm, 10mm, 11mm, 12mm, 16mm

Benefits: A soft and supple, easy-to-handle line that runs freely and 
does not kink.

Applications: Mainsheets and furling lines. 

	 White	
with	tracer				

	 	 White	 Green	Fleck	 Red	Fleck	 Blue	Fleck	 Green	 Red		 Blue	 BlackCore:		
Braided	Polyester
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 for The classic sailor

traditional  
vessels

spun classic™

For a traditional look and feel, a conventional 3-strand spun polyester rope.
Benefits: A soft, free running rope that resists jamming and kinking.

3-Strand:	
Spun	and	Filament	Polyester

Sizes: 5mm, 6mm, 8mm, 10mm, 11mm, 12mm, 14mm, 16mm, 18mm

Applications: On classic boats and dinghies use for sheets, halyards, 
and control lines. Also use as sailmakers’ bolt rope.

	 White

classic™

A traditional low stretch running rigging. Continuous filament 3-strand 
polyester rope.

3-Strand:	
Continuous	Filament	Polyester

Sizes: 5mm, 6mm, 8mm, 10mm, 11mm, 12mm, 14mm, 16mm, 18mm

Benefits: Excellent abrasion resistance with low stretch and high 
strength. Easy to splice.

Applications: On dinghies and traditional boats, use for halyards and 
control lines.

	 White

spunFlex™

A classic product made with the latest technology. Spunflex bridges the 
gap between modern cordage and traditional aesthetics. 

3-Strand:	
XLF

Sizes: 5mm, 6mm, 8mm, 10mm, 12mm, 14mm, 16mm, 18mm, 20mm, 22mm, 24mm, 26mm, 28mm, 32mm

Benefits: Its advantages in comparison to traditional cordage are low 
stretch, durability, resistance to abrasion, and lack of water absorption. It 
can also be used for decorating purposes.

	 Available	in	Natural	Only
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 for vessels aT resT

 anchor and 
dock line

dinghy toW rope

Brightly colored floating tow line. A durable spliceable tow line  that floats 
on the surface of the water for improved visibility.

Double	Braid:		
Nylon	Over	Polypropylene

Sizes: 10mm, 11mm

Benefits: Double braided rope of nylon over polypropylene that is 
torque free and non hockling. Braided design is easily spliced and easy to 
handle. Retains strength when wet or dry.

Applications: Dinghy tow rope, or dinghy painter.

	 Yellow	with	Blue	Fleck	 	 	 Yellow	with	Red	Fleck

double braid nylon

Strong durable and easy to handle. The combination of high-grade  
marine nylon, special torque balanced construction, and a unique  
stabilization process produces a long wearing, easy-to-handle line that 
resists kinking.

Benefits: Superb handling and the largest assortment of colors  
on the market. Available by the foot or in packaged, factory-spliced  

Double	Braid:	
High-Grade	Marine	Nylon

dock and anchor lines.
Applications: Dock  

Lines, anchor lines (available  
in white/gold only) and  
mooring lines.

Sizes: 5mm, 6mm, 8mm, 10mm, 11mm, 12mm, 14mm, 16mm, 18mm, 22mm, 25mm, 28mm, 30mm, 36mm

	 	 White/Gold	 White	 Red		 Blue		 Teal	 Hunter		 Navy	 Black	
	 	 with	tracer	 	 with	tracer	 with	tracer	 with	tracer	

preMiuM 3-strand nylon

Outstanding strength and abrasion resistance. A long-wearing, flexible 
and easy-to-handle rope that has greater strength and better abrasion  
resistance than all other 3-strand nylon lines.

Benefits: Highest tenacity nylon treated with our proprietary Marine Tech 
coating to increase wet strength and improve fiber-to-fiber abrasion.  

3-Strand:	
High-Grade	Marine	Nylon

Available by the foot or in  
packaged, factory-spliced dock 
and anchor lines.

Applications: Dock lines, 
anchor lines, and mooring lines.

Sizes: 6mm, 8mm, 10mm, 11mm, 12mm, 14mm, 16mm, 18mm, 22mm, 25mm, 28mm

	 Navy	 White	 Black	
	 	 with	tracer
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Mega braid™

Dock and anchor lines for larger yachts. Mega Braid’s unique 12-strand, 
single braid construction offers a combination of good looks, superb  
handling characteristics, excellent strength and controlled elongation.

Single	Braid:		
12-Strand	Nylon

Sizes: 16mm, 18mm, 22mm, 25mm, 28mm, 30mm, 36mm

Benefits: Flexible, easy to handle, resists kinking, easy to coil or flake. 
Available in 600' spools or custom spliced.

Applications: Anchor and dock lines for boats over 40'.

	 White	 	 	 Black

Mega braid ii™

Dock and anchor line for boats to 45'. Most abrasion resistant 12-strand 
line on the market!

Benefits: Each of Mega Braid II’s 12 strands are individually braided  
resulting in an extremely firm yet flexible rope that resists picking and  

Individually	Braided	12-Strand	Nylon

Sizes: 12mm, 14mm, 16mm

chafing. This line is so abrasion resistant, it can be used with many popular 
powered windlasses. Available in 600' spools or as custom-spliced dock 
and anchor lines.

Applications: Anchor and dock lines for boats over 45'.

	 White	 	 	 Black

Mega plait™

Specially designed anchor line for use in popular mechanical windlasses. 
Mega Plait strikes a balance between a supple, firm, easy handling line that 
can be used in mechanical windlasses without abrading or fraying.

Tandem	Braid	High-Grade	Marine	Nylon

Sizes: 12mm, 14mm, 16mm, 18mm

Benefits: Unique tandem braid design results in a cube-shaped rope 
that functions well in mechanical windlasses. Unique shape of the braid will 
not abrade or become frayed.

Applications: Anchor Lines (particularly for motorized windlasses).

	 White
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Mooring  
pendants

3-strand Mooring pendants

greatest elasticity mooring pendant. 3-strand mooring pendants are 
manufactured from our Premium 3-Strand Nylon line. Each pendant has a 
factory-spliced heavy duty galvanized thimble on the anchor end and a 12" 
soft eye on the boat end. Optional Cordura® chafe sleeve may be applied to 
enhance abrasion resistance. New England Ropes recommends the use of a 

3-Strand:	
High-Grade	Marine	Nylon

Sizes: 16mm, 18mm, 25mm

	 White

swivel placed at the anchor to help eliminate twisting of the rope which can 
cause hockels or the rope to fall out of lay.

poly/nylon Mooring pendants

Durable, long wearing mooring pendant. Poly/Nylon mooring pendants 
combine the strength and elasticity of nylon in the core with tough, durable 
abrasion resistant polyester in the cover. Poly/Nylon mooring pendants come 
standard with a thick yellow-tinted urethane coating that improves abrasion 
resistance and enhances visibility. Each pendant has a factory-spliced heavy 

Nylon	Core	with	Polyester	Cover

Sizes: 16mm, 18mm, 25mm

	 Yellow

duty galvanized thimble on the anchor end and a professionally spliced 
soft eye on the boat end.  Poly/Nylon mooring pendants are available with 
optional chafe sleeve.
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 for sailMakers/all-purpose applicaTion

cords  and  
accessories

braided luFFline

Stiff, durable, and strong. 100% Braided polyester.
Benefits: Very stiff polyester braid with internal marker strands to  

identify luffline by size.
Applications:  Lufflines, sailboard harness loops, and foredeck netting.

100%	Braided	Polyester

Sizes: 3mm, 4mm, 5mm, 6mm, 7mm, 8mm, 9mm, 10mm, 11mm

	 White

shock cord

One of the highest quality ropes on the market. Top quality rubber is 
used in our shock cord, which makes it compact, stable, and durable. The 
outer cover is made of extremely abrasion-resistant polyester. This rope is a 
favorite of sail manufacturers.

Multi-plait:	
Polyester	Cover	With	Parallel	Rubber	Core

Sizes: 3mm, 4mm, 5mm, 6mm, 7mm, 8mm, 10mm

	 Available	in	White	or	Black

Cover:	
Braided	Polyester

t-100™ cord

Strong, low-stretch, durable cord. Braided core of 100% Technora® fiber and  
a braided polyester cover.

Benefits: Very low stretch.
Applications: Light-air spinnaker sheets, tie-downs for windsurfers and 

dinghies, and leech lines.

Core:		
Braided	Technora®

Sizes: 2mm, 3mm, 4mm, 5mm, 6mm, 8mm

	 White

3-strand polypropylene

Lightweight floating rope for non-critical use. 3-Strand polypropylene is a 
light and inexpensive rope that floats indefinitely, has very little stretch, and is 
resistant to chemicals. Perfect for heaving lines, water-ski tow rope, life-ring 
lanyards, and quoits. Not recommended for critical applications such as 
anchor lines, dock lines, or tow lines.

3-Strand:		
Polypropylene

Sizes: 5mm, 6mm, 8mm, 12mm, 16mm, 18mm

	 Yellow

Cover:	
Braided	Polyester

braided polyester cord

Perfect all-purpose cord. Braided polyester core covered in a braided  
polyester jacket.

Benefits: Available on reels or convenient 50' hanks.

Core:		
Continuous	Filament

Sizes: 2mm, 3mm, 4mm

Applications: General purpose, flag halyards, and tie-downs.

	 White	 	 	 Black



Taking care of your new england ropes producT

rope care 
saFety and usage

20

rope care. We take great care in manufacturing the highest quality rope. A few guidelines about 
its general use will help you to increase the life of the rope and assist you in achieving the best 
 performance from our products.

> Abrasion and Sharp Edges

Abrasion and sharp edges are a rope’s worst enemy. Check your 

masthead, exit slots, blocks, windlasses or any other surface a rope 

may come in contact with to make sure there are no burrs or sharp 

edges. All cotter pins and split rings in turnbuckles and blocks 

should be taped.  

> Dirt and Cleaning

Dirt and salt can cause premature wear. Frequently wash rope and 

running rigging with fresh water. For a thorough cleaning, soak 

your ropes in warm water with a mild detergent. Add a little fabric 

softener to make them soft. Rinse thoroughly and then hang them 

up to dry. 

> Sheave Diameter

As a rule of thumb, the diameter of any sheave should be at least 

eight times the diameter of the rope (for 3/8" rope, use a 3" sheave). 

The sheave groove should be a gentle curve, not a “V” or double 

groove (as used with wire rigging). The groove should also be  

approximately 10% wider than the rope.

> Rope Longevity and Eliminating Twist 

The process of wrapping line around winches, windlasses and 

cleats puts a tremendous amount of twist into a rope. The twist 

makes the rope hard to handle and more prone to kinking or  

jamming in blocks. Severe twist will cause the rope to get out of 

round, resulting in faster wear and reduced strength. To eliminate 

twist, trail your rope behind the boat and let halyards hang free  

at both ends.

> Safety

Snapback: An extremely hazardous situation can be created if a 

rope parts under heavy loads. The rope will recoil (or “snapback”) 

at a high rate of speed. A person positioned in the rope’s path could 

be seriously injured. It is the responsibility of the user to know and 

understand the proper techniques for the particular application and 

to take all necessary precautions. 

Chemicals: Synthetic fibers have resistance to most chemicals. 

However, exposure to harsh chemicals, such as acids and alkalis, 

should be avoided.

Damage: Inspect all ropes frequently for signs of wear or damage. 

Retire any rope that is cut or abraded.

Sunlight: With time, all synthetic fibers will undergo degradation 

when exposed to sunlight. Polypropylene is more susceptible  

to UV degradation than other fibers.

> Tensile Strength 

The tensile strength is the load at which a new rope, tested under 

laboratory conditions, can be expected to break. Rope strength 

shown in our literature is the approximate average for new rope 

tested under ASTM test method D-6268. To estimate the minimum 

tensile strength of a new rope, reduce the approximate average by 

20%. Age, use and the type of termination used, such as knots, will 

lower tensile strengths significantly.

> Working Loads

The Cordage Institute specifies that the safe working load of a rope 

is determined by dividing the minimum tensile strength by the safety 

factor. Safety factors range from 5 to 12 for non-critical uses. The 

working load is a guideline for rope in good condition used in  

non-critical applications, and should be reduced where life, limb  

or valuable property are involved, or where exceptional shock,  

sustained loading, severe vibration, etc. may be experienced.



line stretch 
in the real World

All line stretch data compiled 
from tests using 8mm rope.
(Illustration not drawn to scale)



choosing The correcT  line

line selection guide
New England Ropes makes line  
selection easy:

1.  Choose your application  
e.g. (Main Halyard)

2. Choose type of sailing e.g. (Cruiser) 

3. Select your boat size e.g. (35 ft.)

4.  Match color code in recommended cell 
to product type on right. This will give you 
the best selection and diameter of line for 
given application.

To upgrade in any case, modify your selec-
tion in type of sailing category. In most cases, 
choosing a better performing line will sub-

stantially lower the stretch and in most cases 
allow you to reduce diameter by 10-15%. 
The net result will be a line, which will have 
low stretch, is lightweight and will control sail 
shape more precisely.



replace your Wire halyards with  
all rope halyards

Rope halyards are easier to handle and significantly  
lighter than wire halyards. Sta-Set X or VPC is an ideal 
replacement for wire halyards on cruising yachts. For race 
boats and large cruising yachts, use V-100 or T-900.

7 x 19 Wire Size	 1/8"	 5/32"	 3/16"	 7/32"	 1/4"

Sta-Set X replacement Size	 5/16"	 3/8"	 7/16"	 1/2"	 9/16"

V-100 and t-900 replacement Size	 6mm	 6mm	 8mm	 10mm	 12mm

WIRE HALyARD REPLACEMENT guIDE
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NEW ENgLAND ROPES 
848 Airport Road
Fall River MA 02720       
T: 508-678-8200   
F: 508-679-2363   
E: neropes@neropes.com

www.neropes.com

NEW ENGLAND ROPES mARiNE PRODUCTS - PERFORmANCE GUARANTEED

Specialty
•  New England Ropes designs and manufactures more types of rope than  

any other cordage manufacturer 

• At Teufelberger Group, we have been engineering cordage solutions for over 200 years

Quality
• All of our products begin with the highest quality raw materials

• We are rope specialists; we only manufacture rope

•  Our products are rigorously inspected for quality compliance and are backed  
with our no defects guarantee

Reliability
• Reliable shipments

• Certified to ISO 9001:2006

NEW  ENGLAND ROPES – A PROUD mEmBER OF THE TEUFELBERGER  GROUP.
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National	Marine	
Manufacturers	Association

MEMBER	OF
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TEuFELBERgER gES. M. B. H.
Vogelweider Straße 50
4600 Wels, Austria       
T: +43 7242 413 0
F: +43 7242 413 169
E: mailbox@teufelberger.com

www.teufelberger.com


